SCHEDA TECNICA - TECHNICAL DATA

JP = Just pick, in stock

. Spess min Spess max Peso PE. PS. Depr./ R. curvatura Lg. Rotolo Disponibilita
APOLLOTOTAL Ol Min wall thick |max wall thick| Weight W.P. B.P. Vacuum Bending r. Coil Igth. Vit Availability
CODICE/CODE mm inches mm mm a/m bar bar m H20 mm m m3
TL010400000000* 40 35 41 620 33 10 9 120 50 0,208 | su richiesta/on request*
TL010450000000* 45 36 44 720 33 10 9 130 50 0,310 | surichiesta/on request*
TL010520000000* 50,8 2 38 4,7 880 33 10 9 145 50 0,347 in stock
TL010630000000* 63,5 21/2 39 54 1210 3 9 9 200 50 0,535 | su richiesta/on request*
TL010760000000* 76,2 3 4 6 1530 2,5 75 9 225 50 0,635 in stock
TL010800000000* 80 4 6,9 1840 2,5 7.5 9 225 50 0,675 | surichiesta/on request*
TL010900000000* 90 4,2 7.2 2150 22 6,5 9 270 30 0,752 | su richiesta/on request*
TL011020000000* 102 48 77 2650 22 6,5 9 300 30 0,676 in stock
TL011270000000* 127 5 51 78 3290 2 6 9 400 30 0,821 | su richiesta/on request*
TL011520000000* 1524 6 6 9 4690 2 6 9 460 20 1,309 | su richiesta/on request*

* Diametri su richiesta per quantitativi minimi (M0Q), salvo disponibilita a magazzino -

* Diameters available on request for minimum order quantities (MOQ), unless in stock
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