T Tubo trasparente in PVC-P con spirale di rinforzo in PVC rigido
antiurto trasparente. Superfici interna ed esterna completamen-
te lisce, per favorire I'ottimizzazione del flusso. Completamente tra-

sparente per una facile visualizzazione. Robusto e flessibile.

« Il tubo é utilizzato per applicazioni critiche, dove sono richieste resi-
stenza e lunga durata, come sanitary hose per imbarcazioni e tubo di
scarico liquidi in agricoltura e industria.

Transparent PVC-P hose reinforced with a clear anti-shock
rigid PVC spiral. Smooth inside and outside to ensure the opti- ~ COD. S1 06 - @ mm 16-152,4
mization of flow properties. Transparent for an easy detection. Strong !
and flexible.
« For heavy duty applications, where durability and resistance are re-
quired; used as sanitary hose on vessels, as discharge hose in agricul-
ture and industry.
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Spirale in PVC rigido antiurto 4
Anti-shock rigid PVC spiral

Tubo in PVC-P

PVC-P hose
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6 su richiesta/on request* | 2

6 18 10 50 30 0,037 | surichiesta/on request* "_; B

6 18 10 60 30 0,049 | surichiesta/on request* | o 2

6 18 10 60 30 0,049 | surichiesta/on request* : g

5 15 10 80 30 0,080 | surichiesta/on request* | §

5 15 10 80 30 0,084 | surichiesta/on request* | §-2

5 15 10 100 30 0,097 | surichiesta/on request* | @ E

5 15 10 100 30 0,102 | su richiesta/on request* E 2

5 15 10 110 30 0,153 | surichiesta/on request* | £ 5

5 15 10 130 30 0,167 | su richiesta/on request* 2 @

5 15 10 130 30 0,171 | surichiesta/on request* § 5

A , 4 12 10 160 30 0,310 | surichiesta/on request* g fg

65 39 41 1040 4 12 10 160 30 0,316 | surichiesta/on request* | 2.8
76,2 3 43 45 1330 33 10 10 190 30 0,368 | surichiesta/on request* | 5 8
102 51 53 2100 2,7 8 10 260 30 1,153 | surichiesta/on request* § .g
127 5 59 6,1 3020 2,7 8 10 320 30 1,425 | surichiesta/on request* | = %
152,4 6 6,7 6,9 4110 2,7 8 10 380 20 1,276 | surichiesta/on request* "3“ =

* Diametri su richiesta per quantitativi minimi (M0Q), salvo disponibilita a magazzino - * Diameters available on request for minimum order quantities (M0Q), unless in stock)
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